



















STRUCTURAL INSULATION BOARD PRODUCTS 


Flintkote manufactures a complete line of insulation 
board products at its modern plant located at Meridian, 
Mississippi. They are made from fibers of native timber 
chiefly selected from the Flintkote forests adjoining the 
plant. From forest to finished product, their design and 
manufacture are rigidly controlled by Flintkote's own re¬ 
search and development laboratories and skilled tech¬ 
nicians. 


These products represent the highest development of 
this type of material for structural, decorative and insula¬ 
tion purposes. They may be recommended with the assur¬ 
ance that each has been subjected to intensive tests and 
will give satisfaction when used either for new construc¬ 
tion or remodeling. 

Flintkote Structural and Decorative Insulation Board 
Products are known and sold by leading distributors 
throughout the country. 


25/32" STALWART* INSULATION SHEATHING BOARD 

Applied in large sheets 4 ft wide by 8 to 12 ft. long, 

Flintkote Stalwart Insulation Sheathing provides two to 
three times more insulation value than ordinary wood 
sheathing and makes a wall actually stronger and more 
resistant to strains and stresses than horizontally applied 
wood sheathing. 


In the handy 2 x 8 ft. size, the horizontal 
edges of Flintkote Stalwart Insulation 
Sheathing are tongue-and-grooved to 
make the wall tighter. No holes, cracks 
or open joints allow infiltration of air. 


Stalwart Insulation Sheathing has special asphalt treat¬ 
ment for increased strength and added protection against 
moisture absorption. 


In many localities Stalwart Insulation 
Sheathing applied on the studs costs little 
if any more than wood sheathing, since 
there is less waste and application costs t and g joint on 
are lower. stal wart 2 ' x 8' 



SHEATHING. 


INSULATION LATH 


Flintkote Insulation Lath is a dual purpose product 
markedly superior to the material it replaces. It is an 
ideal plaster base and insulation combined. 

Use of Flintkote Insulation Lath reduces 
redecorating costs by preventing the ap¬ 
pearance of lath marks. Less plaster is re¬ 
quired in the scratch coat because of the 
elimination of keys and droppings between 
the studs. But care should be taken that 
all surfaces receive a full half-inch of 
plaster. 



V-W JOINT 
ON INSULA¬ 
TION LATH 


The V-W joint on the long edges of Flintkote Insulation 
Lath provides uninterrupted insulation throughout walls 
and ceilings. Resilient Insulation Lath absorbs shock and 
movement of framing and thus reduces the possibility of 
cracking of the plaster. It provides a much stronger plas¬ 
ter bond than does ordinary wood lath. 

The convenient size of Flintkote Insulation Lath, 18 x 48 
in., makes application rapid, easy and economical. Insu¬ 
lation Lath is also available with a layer of asphalt on the 
stud side, for use where extreme outside temperatures are 
prevalent and interiors have high humidity. 

BUILDING BOARD 


Flintkote Building Board is an economical insulating 
and structural board 4 ft. wide, available in a number of 
lengths. One surface is factory-finished in ivory white 
makes an excellent light-reflecting finish without further 
treatment or can be readily painted without priming. 


Flintkote Building Board is widely used for remodeling 
basement game rooms and attic bedrooms and for interior 
finish in new construction or modernization in summer 
cottages and cabins, and farm, garage and other utility 
buildings of all types. 
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>UCT DATA—FLINTKOTE STRUCTURAL INSULATION BOARD PRODUCTS** 

Product 

Size 

Thickness 

Color 

Joint 

Stalwart Insulation 
Sheathing Board 

2' x 8' 

4' x 8', 8V 2 ', 9', 91 / 2 ', 10' and 12' 

25/32" 

25/32" 

Dark Brown 
Dark Brown 

Tongue & Groove 
Square Edge 

Asphalt Coated 
Sheathing 

4' x 8', ZW. 9', 91 / 2 ', 10' and 12' 

Vi " 

Asphalt 

Coated 

Square Edge 

Insulation Lath 

18" x 48" 

Vi" 

Natural or Asphalt 
Coated Stud Side 

V-W 

Building Board 

4' x 6', 7', 8', 9', 10' and 12' 

Vi" 

Ivory White 

Square Edge 

Thriftex 

Wallboard 

4'x 6', 7', 8', 9', 10' and 12' 

Wallboard 

Thickness 

Ivory White 

Square Edge 

Roof 

Insulation 

* x kl II n . 

23" x 47" 

Vi", 1", Wi" and 2" 

Natural 

Square Edge 


c. 
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THRIFTEX WALLBOARD lOo 

Thriftex is an economical, general utility board for every factory-finished in an ivory white. Thriftex is especially 7 

wallboard use. It is light in weight yet strong and easy to suited to partitions, window displays, exhibit work, tern- 

handle. It is furnished with one side natural and one side porary structures and other typical wallboard uses. 


ROOF INSULATION 


Flintkote Roof Insulation is a Flintkote Insulation Board 
Product especially fabricated for use as insulation under 
built-up roofing. Laid over wood, concrete, gypsum or 
steel decks, Flintkote Roof Insulation not only provides 


insulation but also serves as a base for the built-up roof 
covering. It is available in one standard, convenient and 
easily handled size, 23 x 47 in., and in all commercial thick¬ 
nesses. See "Product Data" on opposite page. 


DECORATIVE INSULATION BOARD PRODUCTS 


Flintkote Decorative Insulation Board Products designed 
for interior finish, including Decoblend and Colored Tile 
and Plank, like Flintkote Building Board do four big jobs 
. . . build, decorate, insulate and reduce noise ... at 
one low cost. 

In shape as well as in color Flintkote Decorative Insula¬ 
tion Board Products are readily adaptable to many differ¬ 
ent designs. If vertical lines are required to give the 
appearance of greater ceiling height, or horizontal lines 
for the opposite effect, there is a Flintkote Decorative In¬ 
sulation Board Product to fit the need. Ashlar, diagonal, 
basket weave and other patterns may be quickly worked 
out with these versatile materials. Color variations, too, 
are possible by using combinations of different colors. 

All sizes in Flintkote Decoblend and Colored Tile and 
Plank are equipped with the Flintkote Blind Nailing Joint, 
which conceals all nailheads and provides unmarred wall 
and ceiling finishes. 

The wide field of use for Flintkote Decorative Insula¬ 
tion Board Products includes basement game rooms, attic 
bedrooms, libraries, dining rooms and living rooms in pri¬ 
vate houses and interiors of churches, schools, restaurants, 


stores, theatres, offices, recreation halls and other com¬ 
mercial structures. 
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DECOBLEND TILE AND PLANK 

Flintkote Decoblend is a pleasing, factory-packed blend 
of coral tones which harmonizes with almost any color or 
style of decoration. Both Insulation Tile and Plank in a 
wide variety of sizes are available in Decoblend. The en¬ 
tire wall and ceiling areas of a room may be finished in 
Decoblend with effective results, or Decoblend may be 
used in combination with other colors of Flintkote Insu¬ 
lation Tile and Plank or with other types of materials. 

COLORED TILE AND PLANK 

Flintkote Insulation Tile and Plank in the same sizes as 
in Decoblend are also furnished in Green, Buff, and Ivory 
White. These colors harmonize with each other as well as 
with Flintkote Decoblend, and many pleasing decorative 
color schemes may be achieved by using combinations of 
the several colors. 


PRODUCT DATA—FLINTKOTE DECORATIVE INSULATION BOARD PRODUCTS* 

Product 

Thickness 

Sizes 

Package 

Colors 

Insulation Tile 

Vi" 

12 " x 12", 

16"x 16", 16" x 32" 

64 sq. ft. 

per carton 

Ivory White Green 

Buff 

Decoblend (a pleasing 
blend of coral tones) 

Insulation Plank 

Vi" 

Widths: 8", 10", 12" and 16" 
Lengths, 8', 10' and 12' 

12 pieces 
per bundle 


* Subject to change without notice. 


HARDBOARD PRODUCTS 


Among the most versatile of all building materials are 
Flintkote Hardboard Products. These remarkable products 
are hard, smooth, exceptionally abuse-proof wood fiber 
board with a pleasing natural color—a rich mottled brown. 
Hardboard will not warp, splinter, split or crack; is ex¬ 


tremely resistant to abrasion; provides a dense surface 
that can be painted, varnished, lacquered, enameled or 
waxed; is easily worked like wood with ordinary tools. 
Flintkote Tempered Hardboard is even stronger and harder 
than the standard Hardboard materials. 
























FLINTKOTE INSULATING 

Made of Fiberglas* 


WOOL 


Flintkote Insulating Wool is unique in that it is made 
from flexible glass fibers which modern science has pro¬ 
duced and developed into a most efficient and durable 
thermal insulating material. Its inherent qualities offer 
many advantages which provide better and more depend¬ 
able performance. 

In the manufacture of Flintkote Insulating Wool, Fiber¬ 
glas fibers of almost incredible thinness are interlaced 
in a resilient wool-like mass for fabrication into batts, 
blankets and others forms. These long, flexible glass 
fibers are extremely light in weight and, when combined in 
wool-like form, give great thermal insulating value. Be¬ 
cause they have no cellular interstructure, they cannot 
absorb moisture and will not rust, rot or mildew. Neither 
do they sustain vermin or become odorous. 

The thermal conductivity of Flintkote Insulating Wool 
(Fiberglas) products is established in the A.S.H.V.E. Guide 
as "k" = .27 BTU. This is the figure recommended 
for calculating purposes in computing heat losses from 
buildings. 

When placed between the studs, Flintkote Insulating 
Wool helps retard the spread of fire. Flintkote Insulating 
Wool complies with the requirements of Federal Specifi¬ 


cation HH-l-521-c—"Insulating, Batt or Strip Form and 
Loose Fill." 

It is made in a variety of forms, each designed to serve a 
specific purpose in the insulation of buildings under con¬ 
struction or existing structures. 

BATTS AND ROLL BLANKETS (Paper enclosed)—These 
products provide a scientifically correct combination of 
low-density insulation, a vapor barrier on the side installed 
facing the building interior, and a vapor-porous enclosing 
paper. The two types of paper used are joined at the sides 
of the batt or blanket to form a handy nailing flange that 
facilitates installation. The flange is recessed so that the 
batt or blanket stands Vi" back from the face of the studs. 
This provides dead air space for extra insulation and keeps 
the insulation away from the plaster or other material used 
on the interior. Once in place, Flintkote Insulating Wool 
Batts or Roll Blankets will not sag or settle—they are dura¬ 
ble and will stay put. 

Bantam Batts are smaller size units of low-density 
Insulating Wool with no paper enclosure—no vapor barrier 
or nailing flanges. 

Flintkote Insulating Wool is also made in a form suitable 
for pouring into walls of buildings already constructed, or 
between ceiling joists. 


PRODUCT DATA—FLINTKOTE INSULATING WOOL 


Form 

Approx. 

Thickness 

Approx. 

Width** 

Approx. 

Length 

No. of 

Pcs. per Package 

Type of Package 

Surface Area 
Square Feet 

Per Package 

Roll 

Blanket 

Thick 3" 

15" 

32' 

1 

Bag 

40 

Medium 2" 

15" 

48' 

1 

Bag 

60 

Inch 1" 

15" 

80' 

1 

Bag 

100 

Roll 

Blanket 

Thick 3" 

23" 

20'11" 

1 

Bag 

40 

Medium 2" 

23" 

31'4" 

1 

Bag 

60 

Inch 1" 

23" 

47' 

1 

Bag 

100 

Batt 

Thick 3" 

15" 

24" 

16 

Bag 

40 * 

Blanket 

Medium 2 " 

15" 

24" 

24 

Bag 

60 

Batt 

Thick 3" 

15" 

48" 

8 

Bag 

40 

Blanket 

Medium 2" 

15" 

48" 

12 

Bag 

60 

Bantam 

Batt 

Wall Thickness 

15" 

10%" 

27 

Bag 

30 

Pouring 

Wool 

4* 




Bag 

20f 


*T. M. Reg. U. S. Pat. Off.—Mfg. by Owens-Corning Fiber¬ 
glas Corp. 

** Material 15” wide fits between studs 16" on centers; 23" 



wide fits studs on 24" centers. 

t Approx, coverage, sq. ft. per bag when applied 4" 
thick. 
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THE FLINTKOTE COMPANY 

BUILDING MATERIALS DIVISION 
30 ROCKEFELLER PLAZA, NEW YORK 20, N. Y. 


DISTRICT 

ATLANTA (6), GA. 1215 Sylvan Road, S. W. 

BOSTON (16), MASS., 925 Park Square Building 
CHICAGO HEIGHTS, ILL., 17th St. and Wentworth Ave. 
DETROIT (27), MICH., 14201 Schaefer Highway 


OFFICES 

EAST RUTHERFORD, N. J., Central Ave. & Oak St. 
NEW ORLEANS (4), LA., Poland and Galvez Sts. 
WACO, TEXAS, Medical Arts Bldg. 
WASHINGTON (5), D. C., Woodward Building 


PIONEER DIVISION—THE FLINTKOTE COMPANY, LOS ANGELES (54), CALIF., 55th and Alameda Streets 
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